Philips
Component video cable

1.5 m

Component video
(=)

Ensure a reliable connection

with this component video cable

You can rely on this cable to provide you with a reliable HD video connection between

components.

Enjoy good picture quality

* Signal degradation is minimised with gold-plated connectors
Easy installation

* Colour-coded connectors for instant recognition

* Non-slip ergonomic grip for easy use

Enjoy extended durability

* Moulded plug for secure connections

* Flexible PVC jacket

* Rubber strain relief

PHILIPS

sense and simplicity



Component video cable
1.5m

Specifications

Inner Box

* Gross weight: 0.62 kg

* Inner carton (L x W x H): 24.5 x 15.5 x 10.2 cm
* Net weight: 0.48 kg

* Tare weight: 0.14 kg

Outer Box
* Gross weight: 4.8 kg
* Outer carton (L x W x H): 63 x 28 x 29.5 cm

Issue date 2009-03-09

PHILIPS

Version: 1.0.5

12 NC: 8670 000 39438
EAN: 87 12581 41800 7

* Net weight: 2.88 kg
* Tare weight: 1.92 kg

Packaging dimensions

* Packaging dimensions (W x H x D):
9.5x23.5x3.7cm

* Gross weight: 0.14 kg

* Net weight: 0.12 kg

* Tare weight: 0.02 kg
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Highlights

Colour-coded connectors
Colour-coded connections make it easy to install
your cable into the correct inputs and outputs

Easy grip
This non-slip grip makes connecting your

components easy and ergonomically comfortable.

Moulded plug
Moulded plugs ensure secure connections between
components and offer extended durability.

Flexible PVC Jacket

Flexible PVC jacket provides protection to the
delicate core of the cable. It also offers extended
durability and ease of installation.

Rubber strain relief
Rubber strain relief provides a secure yet flexible
juncture between the cable and the plug.

Gold-plated connectors
High-quality connectors that minimise signal loss.
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